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     16 CHANNELS SERIAL CONTROLLER  

Programmable RS-232, RS-422/485  
  

FUNCTIONAL BLOCK DIAGRAM 

 
 VME Features: 

 
 A32/24/16  D16/8 
 6U 233 X 160mm 
 
VME INTERFACE: 
 
A32/A24/A16 :D16/D08(E0) 
R/M/W Cycle 
Interrupt : 1-7 software programable  
 
Mechanical & Environmental 
 

 Operating temp. 0 to +70 °C  
 Airflow requirement:  10 CFM 
 Humidity: 5 to 90% (non-cond.) 
 Vib.: 0.5G RMS 20-2KHz rand 
 Shock: 20 G, 11 ms, ½  sine 
 MTBF: >172000 hour 

 
 
 
 
 

SERIAL INTERFACE: 

 16 Z85230 Enhanced Controller  
 16 synchronous / Asynchronous serial 

ports 
 4K FIFO per Line ( TX and RX ) 
 Software selectable RS-232 or RS-422, 

RS-485 HDLC, SDLC 
 Individual baud rate generators per port 
 230 Kbits Async. Upto 2 Mbits Sync. 
 Full handshake control line  
 Software Programbale 100 Ohm 

Termination 
 Full modem control 
 Software examples included 

I/O panel connectors: 
 

 Front Panel  /O connector

Summary 

The VME-SCC16 
module is a 16 Channel 
serial communication 
controller with 4K Fifo 
per Line. The VME-
SCC16 module is based 
on 8 enhanced Z85230, 
with larger FIFOs and 
several SDLC 
improvements from 
Zilog. This module 
provides Sixteen 
asynchronous ports up 
to 230 kbaud and 
synchronous ports up to 
2 Mbaud full-duplex 
channels, with an 
independent baud rate 
generator for each 
channel. 
Several types of 
interface are supported 
by the VME-SCC16 
module: - RS-232, RS-
422 / RS-485. 
 
  
 
 
 
 
 
 
 
Advailable Drivers : 
 

 Labview 
 Linux 
 Window XP 
 QNX 

 
 
 

 

 

Ordering Information 
 
VME-SCCC16  6U VME 16 Serial Controller Channels 


